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SPECFICATIONS ESTIMATED QUANTITY
NOTE TO EXCAVATOR SPRING DEVELOPMENT SHALL BE INSTALLED QUAN. UNIT ITEM
ACCORDING TO ATTA
CON ON SPECIFICATIONS 516, 342,
EXCAVATOR MUST NOTIFY ALL UTIITES AT LEAST 574, AND 614,
48 HOURS AND NOT MORE THAN 10 DAYS PRIOR TO
E PLANNED COMMENCEMENT OF EXCAVATION. THE FOLLOWNG MATERIALS MAY BE USED,
1. MENBER UTLITES WL BE CONTAGTED BY g
CALLING OUPS (1-800—362-2764). PIPE_
2. EACH LMITED BASIS PARTIGIPANT WL BE
ONTACTED BY THE EXCAVATOR USING THE STEEL — ASTM A-120
SELLFHONE NUMBER PROWDED, PLASTC - Ags AST4 0-2282
o MW o232
COPPER FED SPEC WW—-P—377D
TUBING (COLLECTION)
PLASTIC ASTM — P-405
SCS — 606
SRING BOX AND TANK SHALL BE OF
DURABLE QUALITY MATER
NOTES:
BENCHMARK DESCRIPTION

NOTE: GROUND AROUND TANK
SHALL BE GRADED TO
DRAIN AWAY FROM THE

ALL BE USED TD
PROVIDE A FIRM
FOOTING.

/OVERFI.OW PIPE
SZE

TO SUITABLE
OUTLET.

STOCK TANK DETAILS

SIZE

] #2 CRUSHED STONE OR GRAVEL
6 FT. AROUND ENTIRE TANK.

SPRING DEVELOPMENT
& WATERING SYSTEM
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